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MD 195 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION |
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PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED 8Y A DASHED LINE WILL OPERATE CONCURRENTLY.
MD 195 (CARROLL Ave,) - -
SCALE: 1” = 10'
8 CONSTRUCTION DETAILS
—se Ty A. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND
A4 == INSTALL 2-WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH
D /59 - 5 IN. x 7 IN. SIGN SIZE, BLACK FACE PLATE OPTION ‘A’ INSTALLED WITH
_ 5 ((:/\ VIBRATING ARROW POINTING LEFT. BRAILLE TEXT AND R10-4(1) SIGN (SIGN
e TO READ "PUSHBUTTON TO CROSS CARROLL AVE.”). A NEW ' INCH HOLE SHALL
S BE DRILLED INTO THE PEDESTAL POLE FOR THE WIRING. DISCONNECT EXISTING
‘ PUSHBUTTON ELECTRICAL CABLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON
= : - (CLEAN EXISTING DRILLED HOLE FOR WIRING WITH BRUSH AND SPRAY COLD
V] 195 (CARROLL AVENLUE) GALVANIZING COMPOUND ON THE AFFECTED AREA) AND CONNECT ELECTRICAL
CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON.
------- P ——— S S L e B. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND
W=z === INSTALL 2-WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH

5 IN. x 7 IN. SIGN SIZE. BLACK FACE PLATE OPTION ‘A’ INSTALLED WITH
VIBRATING ARROW POINTING LEFT. BRAILLE TEXT AND R10-4(1) SIGN (SIGN
TO READ “PUSHBUTTON TQ CROSS CARROLL AVE."”). A NEW 's INCH HOLE SHALL
BE DRILLED INTO THE PEDESTAL POLE FOR THE WIRING. DISCONNECT EXISTING
PUSHBUTTON ELECTRICAL CABLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON
(CLEAN EXISTING DRILLED HOLE FOR WIRING WITH BRUSH AND SPRAY COLD
GALVANIZING COMPQUND ON THE AFFECTED AREA) AND CONNECT ELECTRICAL
CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON. |

USE EXISTING POLE MOUNTED CABINET AND CONTROLLER. INSTALL CENTRAL
CONTROL UNIT IN CABINET.

195 (CARROLL AVE)
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SPECIAL NOTES:

1. THE CONTRACTOR SHALL COORDINATE CONSTRUCTION WITH CITY OF TAKOMA PARK
CONTRACTOR. THE STREETSCAPE CONTRACTOR SHALL CONTACT I1I1ONA BLANCHARD
AT ¢301) 891-7205 TO COORDINATE CONSTRUCTION ACTIVITIES SCHEDULE. THE

L TRAFFIC SIGNAL EQUIPEMENT SHALL BE INSTALLED AT THE SAME TIME AS THE

=) Sty | STREETSCAPE |MPROVEMENT.

o - 2. THE TACTILE ARROWS FOR THE AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTONS SHALL

BE LOCATED PARALLEL TO THE CROSSWALK FOR WHICH THEY APPLY.
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NAVIGATOR AUDIBLE
J PEDESTRIAN SIGNAL
/ PUSHBUTTON WITH BLACK
] FACE PLATE (NSTALLED

WITH VIBRATING ARROW
POINTING LEFT)

SCALE: 1" = 10’
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